
,

Product Introduction

.

TRITOM GX500G

5G IoT Modem

TRITOM GX500G is a global 5G, 4G/LTE bands

networking device using 5G cellular Internet connections

to Ethernet providing high-speed internet connectivity

without needing wired cabling. It connects and routes

communications between devices, applications, and

cloud services for various applications such as business

enterprises, industrial settings, and transportation.

GX500G connects with any access point or routers offer

faster, cheaper, and more reliable connections than

traditional wired routers, with the added benefit of backup

connectivity to ensure business continuity. They are

equipped with secure edge computing capabilities and

support mission-critical needs with rapid deployment and

robust security features.

FAKRA connector

for external antenna

Option: SMA 

connector
GX500G

5G Outdoor 

Antenna

Starlink TRITOM 5G(T-Mobile)
Download Speeds 25-220 Mbps 75-380 Mbps
Upload Speeds 5-20 Mbps 75 -150 Mbps
Latency 20-50 ms as low as 1 ms

Price (unlimited) $165.00 $99.95
Equipment NA Free under 2 years contract

(Modem and antenna)

$99.95/month unlimited high speed 5G Internet always without throttling.

Unlimited Data

www.tricascadeinc.com contact: (949)903-4050

http://www.tricascadeinc.com/


Specifications
TRITOM GX500G

Enabling The 

Performance 

That You Need.

Applications

Smart Farm

Smart Factory

Smart City

Automated Warehousing

Marina

Yacht  

RV and RV park

Public Hotspot

Traveling Exhibition

Seminar

Digital Signage.

Fleet Management

Construction Site Internet 

Additional 5G Failover 

Operation

5G data plans and 

Cloud Platform 

are included with 

the service

www.tricascadeinc.com

GX500G HW Specification

Network Processor MediaTek 7621A, Dual-core 880Mhz network processor

RAM 128MB

Flash 16MB

User storage
1MB (Internal)

32GB with SD card socket (Order number: GX500GX)

5G processor Qualcomm SDX62

Support Bands Frequency Bands & MIMO & GNSS Systems

5G NR SA

n1/n2/n3/n5/n7/n8/n12/n13/n14/n18/n20/n25/n26/n28/n29/n30/n38/n40/n41/n48/ n66/n70/n71/n75/n76/n77/n78/n79

DL 4 × 4 MIMO: n1/n2/n3/n7/n25/n30/n38/n40/n41/n48/n66/n70/n77/n78/n79

UL 2 × 2 MIMO: n38/n41/n48/n77/n78/n79

5G NR NSA
n1/n2/n3/n5/n7/n8/n12/n13/n14/n18/n20/n25/n26/n28/n29/n30/n38/n40/n41/n48/n66/n70/n71/n75/n76/n77/n78/n79

DL 4 × 4 MIMO: n1/n2/n3/n7/n25/n30/n38/n40/n41/n48/n66/n70/n77/n78/n79

LTE

FDD: B1/B2/B3/B4/B5/B7/B8/B12/B13/B14/B17/B18/B19/B20/B25/B26/B28/B29/B30/B32/B66/B71

TDD: B34/B38/B39/B40/B41/B42/B43/B46(LAA)/B48

DL 4 × 4 MIMO: B1/B2/B3/B4/B7/B25/B30/B38/B40/B41/B42/B43/B48/B66

WCDMA B1/B2/B4/B5/B8/B19

GNSS GPS/GLONASS/BDS/Galileo/QZSS

Interface

Ethernet interface
2* 10/100/1000Mbps Fast Ethernet interface, 

WAN/LAN self-adjustment (2 LANs in 4G/5G mode)

PIN terminal

Industrial serial interface

RS232/RS485 x 2 industrial terminals

RS232 signal: TXD, RXD, GND

RS485 signal: A, B

SIM card holder Drawer card holder x 1

Antenna connector
FAKRA/SMA external rotation inner hole:

3G/4G/5G network: FAKRA x4 or SMA x 4 (option)

Reset button 1

Mechanical Properties

Installation method Guide rail, wall mount

Dimensions Length, width and height: 70*80*26mm (excluding antenna interface)

shell Aluminum alloy

Protection level IP30

cooling method Thermal cotton shell heat dissipation

Weight(g) 145g

Power Supply

Power interface DC Jack 5.5/2.1mm

power input DC 5-40V, anti-reverse connection protection

Reverse polarity protection Support

Ambient Temperature and Humidity

Environment humidity 5 ~ 95% (no condensation)

storage temperature -40~85℃

Operating temperature -20°C ~ +75°C
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